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Colour IP dome camera (Day/Night), vandal-resistant

- The DDF3000IPV(-DN) is a vandal-resistant HiRes UWDR Cam_inPIX® colour IP dome camera.

Features:


- 1/3” DPS sensor with Cam_inPIX® technology
- Digital Pixel System* chipset
- Pure 17-bit Digital Signal Processing
- High sensitivity for low-light images at F1.2, 50IRE: 0.8 lux and (-DN) 0.3 lux
- Progressive Scan image capture and data transmission
- Enhanced image quality by means of numerous control functions like AWB, AGC, BLC and extended slow shutter
- Motion detection
- HiRes vari focal lens with F1.2 and f=2.9-10mm, IR corrected
- Hybrid IP camera with analogue Preview output
- Video compression with MPEG-2/-4 or MJPEG
- Maximal Resolution up to Full D1
- Selectable frame rate up to 25 fps at Full D1
- PoE or 12V DC / 24V AC
- Tri-axial gimbal adjustment
- Compact vandal resistant housing with IP67

Options:
- Vari focal lens F1.2/2.9-10mm, IR corrected, Day/Night with built-in ICR function1)
- Vari focal lens F1.5/9-22mm, IR corrected1)
- Vari focal lens F1.5/9-22mm, IR corrected, Day/Night with built-in ICR function1)
- Adapter cable phone jack 2.5mm on BNC
- Power pack universal 110-240V on 12V DC
- Voltage adapter 24V AC on 12 DC
- CasinoCam® software module, only with Day lenses



1)The use of IR corrected Day/Night lenses is recommended for IR lighting
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Digital Pixel System is a trademark or registered trademark of the company Pixim, Inc. headquartered in Mountain View, California, USA., DPS is a trademark or registered trademark of the company
Pixim, Inc. headquartered in Mountain View, California, USA.,  Trademarks which are designated by an ® are registered trademarks of Dallmeier electronic.


