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1-channel MPEG-2/-4 real-time streamer and recorder

- The DIS-2/M is a 1-channel audio and video recorder in modular construction. It is able to receive, convert
and transmit analogue audio and video signals in real-time and as a stream (RTP protocol, unicast or
multicast) via a network.

The DIS-2/M is conceived for mounting and operation in a 19’’ module rack. In a
service case the DIS-2/M modules can be exchanged fast and simply (hot-plug).

Features:


- Modular construction (hot-plug capability of the single modules)
- Available as variants with 2 HDDs, 1 HDD or without HDD
- Analogue video inputs CVBS/S-Video
- Video compression MPEG-2/-4, MJPEG
- Audio compression MPEG-1
- Bit rate (constant or dynamic) up to 16 Mbps
- Frame rate up to 25 fps
- Resolution up to D1
- Configuration with browser via LAN
- Simultaneous and real-time recording and streaming
- Evaluation with SeMSy® or PView via LAN
- Integrated SmartFinder function
- Linux operating system on flash drive

Options:
- Max. 2 hard disks à 500 GB
- DIS-2/M component rack
- Parallel recording

Item number
- SL002.ENC.700B.001


*) Flash is a trademark or registered trademark of the company Adobe Systems Incorporated headquartered in San Jose, California, USA.,  Trademarks which are designated by an ® are registered
trademarks of Dallmeier electronic.


