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BRACKETS HOUSINGS PAN&TILTS DOMES TELEMETRY ACCESSORIES

SURVEILLANCE DOMES : DOMES Solaris Day/Night Dome
DESCRIPTION   PRODUCT IMAGE

  

Breaking away from commonly available domes on the market the new
SOLARIS dome offers a level of accuracy, speed and configurability
never experienced before. SOLARIS is available for both internal and
external use so you can utilise your security system to the full.

Underneath the contemporary styling of the dome’s cover is a fully
featured camera unit designed to put the operator in full control. Under
manual control, pan and tilt speed is proportional to the degree of zoom
allowing accurate target acquisition and tracking. A 360°/s top speed
permits near instantaneous response to alarms.

Designed with reliability, ease of install and ease of use as priorities,
Solaris comes with a range of innovative features.

The XTU (External Termination Unit) separates power, video, telemetry
and alarm cable terminations from the dome itself; and provides address
and protocol selection via a menu driven LCD display, avoiding the issue
of remembering switch and links settings and meaning that the installer
need never open the dome camera’s enclosure. A single cable is
supplied to connect the XTU to the dome.

TECHNICAL INFORMATION    
  

Environmental IP66
Power Supply 110-230V AC in External Termination Unit
Switchable day/night Automatic and Manual
Pan Speed 360 °/s
Tilt Seed 360 °/s
Rotation 360° pan, 180° tilt
Continuous Rotation Yes
Variable Speed Control Proportional to level of zoom activated
Tour Facility 4 tours and 1 pattern programmed via the

on-screen display, permitting tours and
pattern to be recalled using third-party
controllers.

 Configuration Via on-screen display
Installation Dome connects to External Termination Unit

using a supplied 10m multicore cable
Servicing Self-diagnosis of positional information,

pre-warnings of fan/belt wear
Pan & Tilt Aquisition
time

< 1 second

Camera Module Sony EXview
Sensitivity 0.05 lux (colour)

0.01 lux (mono)
Zoom Range Optical : 18X

Digital : 12X
Privacy Zones 24
Special Features Intuitive and easy to use

Pro-active and reliable
High/Low speed controllability
3rd Party Protocols
Increased positional accuracy
Advanced preset functionality
Versatile Privacy Zones masking
Pattern programming and replay
Sector naming
Passcode protected menu driven setup and
configuration

Functions Pan, Tilt, Zoom, Focus, Autofocus, presets,
tours.

Camera Presets 99
Camera Presets 99 per camera, fully programmable
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ADDITIONAL INFORMATION

  
Mounting Method The dome

Telemetry Receiver
Over the Coax

Molynx protocol, bi-directional

Pendant mount Optional

Pole Mount Swan Neck Optional

Heritage Style Cover
Option

Yes

Telemetry Protocols Ernitec ERNA - Twisted pair
Pelco D - Twisted pair
Pelco P Twisted pair
VCL - Twisted pair
DM Sprite (VCL) - Twisted pair
Photon Surcha - Twisted pair
Molynx - Coax or Twisted pair

Telemetry Receiver
Twisted Pair

Multi-protocol, bi-directional RS485

Wall/Pole/Soffit Mount Optional

Smoked Dome Yes

Warranty 3 Years

  
TECHNICAL IMAGE

 

PRODUCT CODES & VERSIONS

D07RX Internal Dome
D07RXE External Dome
D07-EY Dummy Dome
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