Specifications
TK-C215VP12E TK-C215VP4E
| camera |
Signal system PAL PAL
Image device 1/4" 1T CCD 1/4" 1T CCD
Number of effective pixels 440,000 440,000
Pick-up area 3.6 mm (H) x 2.7 mm (V) 3.6 mm (H) x 2.7 mm (V)
Scanning system 15.625 kHz (H), 50 Hz (V) 15.625 kHz (H), 50 Hz (V)
Sync system Internal, Line lock Internal, Line lock
Video output Composite video signal: Composite video signal:
1.0 V(p-p), 75 ohms (BNC) 1.0 V(p-p), 75 ohms (BNC)
Horizontal resolution (typ.) 540 TV lines 540 TV lines
Video S/N ratio 50 dB 50 dB
Minimum illumination (typ.)
Colour mode 1.3 Ix F1.6, AGC on 0.9 Ix F1.3, AGC on
B&W mode 0.8 Ix F1.6, AGC on 0.6 Ix F1.3, AGC on
AGC on/off on/off
Backlight compensation on (1 pattern)/off on (1 pattern)/off
White balance ATW/Manual ATW/Manual
Easy day/night Yes Yes
Focus adjust Yes Yes
Focal length f=3.8 mm to 45.6 mm, 12x vari-focal f=2.8 mmto 10 mm, 3.6x vari-focal
Max aperture ratio F1.6 to F2.7 F1.3to F3.0
Iris DC iris DC iris
Field of View 52° (H) x 39° (V) to 4.5° (H) x 3.4° (V) 73° (H) x 54° (V) to 20° (H) x< 15° (V)

Angle adjustment range

(Horizontal/Vertical/Rotation) 350°/+£70°/£175° 350°/+£70°/£175°
GENERAL

Power supply AC 24V (50/60 Hz), DC 12V AC 24V (50/60 Hz), DC 12 V
Power consumption 550 mA 340 mA

Operating temperature -10°Cto 50°C -10°Cto 50°C
<Recommended > (0°Cto40°C) (0°Cto40°C)

Dimensions ¢ 160 mm x 125 mm (H) @ 160 mm x 125 mm (H)
Weight approx. 1.3 kg approx. 1.2 kg

Controls, connectors and indicators Dimensions Unit: mm
TK-C215VP12E TK-G215VP4E Ceiling view TK-C215VP4E
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© [IRIS LEVEL] Iris level adjustment @ [ZOOM/FOCUS, MEMORY] Zoom/Focus adjustment switches, position memory button
@ [ALARM POSITION] Status indication LED @][POSITION SELECT] Position select button @ [RESET/SPOT] Reset/Spot button
O[R/B,+/-] R/B, +/- adjustment button @ [AGC] Auto gain control switch @ [SELECT] WHT.BAL./PHASE setting switch
©[SYNC] Synchronization system selection switch @ [WHT.BAL.] ATW/Manual selection switch @ [BLC] Backlight
compensation switch @ [DAY/NIGHT] Easy day/night switch @ [ALARM] Alarm input mode selection switch @ [RESERVED] Not
used (set to off) @ [RESET/SPOT] Reset/Spot correction selection switch @ Tilt lock screw @ [FOCUS ADJ] Focus adjustment

switch @ Focus adjustment ring @ Zoom adjustment ring

Top view
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Design and specifications subject to change without notice.

® DISTRIBUTED BY
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m Hachioji Business Centre of Victor Company of Japan, Ltd. has received 1SO14001
Certification for environmental management and 1ISO9001 Certification for quality
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The Perfect Experlence _—
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m 1/4” IT CCD with 440,000 effective pixels
B Qutdoor-ready vandal resistant structure
(IP66 Compliant)

® Triple axis rotation system for wide lens adjustment :

horizontal : 350°, vertical :+70°, rotation :+175°
B Easy installation mechanism
m 540TV lines of horizontal resolution
m Super LoLux™ sensitivity
TK-C215VP12U : 1.3 Ix(color), 0.8 Ix (B&W)
TK-C215VP4U : 0.9 Ix (color), 0.6 Ix(B&W)
B Easy Day/Night function

FIXED COLOUR DOME CAMERA

TK'021 5VPseries

TK'cz'l 5VP1 2E 12x variable focal lens
TK-G215VP4E

4x variable focal lens
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® Alarm zoom function ( TK-C215VP12E only )
B Qptional heater unit allows camera to meet —-30°C operation
H Full featured security camera

e Easy focus adjustment

e Extra monitor video output(RCA inside)

¢ Automatic Gain Control(AGC) on/off

¢ Automatic tracking white balance(ATW)and manual modes

2300K to 10000K

e Backlight compensation(BLC) on/off

e Sync systems : INT/Line Lock

e AC 24V/DC 12V operation



