














HARDWARE
INTERFACE

Video In
Video Out
Cascading In/Out
Ethernet
Alarm In/Out/Reset
Button
Switch

LED

FUNCTION
SYSTEM

Operating Mode
Control Device
Setup Tool
Reset
System Logs
Event Logs

FEATURES
Matrix Switching
Event Monitoring
Event Action
Sequential Monitoring
Event Logging
Auto Event Playback
Virtual Matrix with DVRs
Firmware Upgrade
Setup Import/Export
Network Time Sync

CASCADING
Max Number of Connection
Cascading Out
Cascading Display Mode
Monitor Numbering
Group Event Monitoring
Group Sequential Monitoring

MASTER MMX
Video In
Main Out
Quad Out
Spot Out

SLAVE MMX
Video In
Main Out
Quad Out
Spot Out

SPOT MMX
Video In
Main Out
Quad Out
Spot Out

MISCELLANEOUS
Dimensions (W x H x D)
Shipping Dimensions (W x H x D)
Unit Weight
Shipping Weight
Operating Temperature
Operating Humidity
Input Power
Power Consumption

APPROVALS
Electrical

16 BNC
1 Main, 4 Quad, 4 Spot, 16 Loop (BNC)
1 / 1 (RJ45)
10/100 Mbps
16 / 2 / 1 (relay out)
1 Factory Reset button
6 pin Switch (System ID)
4 pin Switch (Master, Spot, Signal(NTSC/PAL), Termination)
Power, Network LED

Master, Slave, Spot
INK1000 (thru network)
Network Installation Tool
Soft, Factory Reset
yes
yes

yes (Cascading out and Spot out of Spot MMX)
yes (Motion detection, Alarm-In, Video Loss)
Alarm-Out, E-Mail, Callback, PTZ Preset
yes
yes (all events from slave MMXs and DVRs)
yes (needs recorded video stream on DVR)
yes (uses spot out of DVRs)
yes (thru network)
yes
yes (Master - Server, Slave - Client)

up to 1024
Master only
1, 4, 1+5, 3+4, 1+7, 9, 2+8, 1+12, 16
Virtual Monitor (Each pane has a number)
yes
yes

Camera and DVR input
Cascading Out
Event, Sequential Monitoring
Event, Sequential Monitoring , Connection to Spot MMX

Camera and DVR input
not used
Event, Sequential Monitoring
Event, Sequential Monitoring, Connection to Spot MMX

Spot outs from Master, Slave MMXs and DVRs
not used
not used
n x 1 spot monitoring

430 x 400 x 88 (mm), 2U, Rack
540mm x 290mm x 590mm
4.9kg
7.5kg
0 ~ 40
0% ~ 90%
100 - 240 VAC, 0.4 - 0.2 A, 50/60Hz
Max. 30W

FCC, UL, CE, CB

Specifications

Specifications subject to change without notice.
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