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Digimerge Technologies Inc., 300 Alden Road, Markham, ON Canada  L3R 4C1  Tel: 1.905.946.8477  Fax: 1.905.947.0138

• 1/3” B&W CCD

• 380 TV Lines of Resolution

• 0.5 Lux at F2.0

• Automatic Gain Control

• Weatherproof Design

• Removable Sunshade

DB1100 - Weather Proof B&W Bullet Camera with Sunshade

S p e c i f i c a t i o n sF e a t u r e s

An easy to install, compact 
Standard Resolution B&W 
bullet camera. The unit has 
a resolution of 380 TV lines 
and a minimum illumination 
of 0.5 Lux at F2.0. The 
weatherproof design makes 
it suitable for a variety of 
installations, indoors or out. 

Image Sensor 1/3” Interline transfer type B&W CCD

Effective Pixels CCIR 500H x 582V (290K)

Scanning System (CCIR) 625 Lines 2:1 Interlace

Scanning Frequency (CCIR) 15.625KHz (H), 50Hz (V)

Resolution 380 TV-Lines

Shutter Speed (CCIR) 1/50 ~ 1/100,000 sec.

S/N Ratio More than 48dB (AGC off)

Sync. System Internal

Min. Illumination 0.5 LUX (F2.0)

Gain Control Automatic

Video Output 1.0 Vp-p (75Ω load)

Lens Fixed (3.6mm)

Power Supply DC12V ± 10%

Power Consumption <100mA (DC12V)

Operating Temp -10 to +45 C / 14 to 113F

Operating Humidity 90% RH Max.


