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Flush-Mount Low-Profile 

“UFO” Camera 

Specifications: 

Features: 

Type Mini Flush-Mount Low-Profile UFO Camera 

Chip 1/3" Sony Super HAD CCD 

Resolution 420 TV lines 

Pickup elements 510(H) x 492(V) effective pixels 

Sync Internal 

Video output 1 Vpp composite output, 75 Ohms. 

Lens (F2.5) 3.6 mm 

Minimum illumination B/W 0.05 lux (day/night) 

Shutter control (AES) 1/60 ~ 1/100,000 sec. 

Gain control Auto 

Gamma correction 0.45 

White balance Auto 

S/N ratio >48 dB 

Power source 12 VDC 

Current consumption 130 mA±10 mA 

Ambient temperature -4°~122° F (-20°~50° C) 

Dimensions 115/16" x 3" (49 x 77 mm) 

 

 

� Low-profile design, extends outward only one inch. 

� True Day/Night operation. 

� Minimum 0.05 lux. 

� No exposed screws, tamper-resistant. 

� 1/3” Sony Super HAD CCD. 

� 3.6 mm pinhole lens. 

� 420 TV lines. 

� Lens rotates for ceiling or wall mounting. 

� Small size: 3” x 115/16” (77 x 49 mm). 

EV-122C-FVB3Q – True Day/Night, 3.6 mm Pinhole Lens  

  The ENFORCER EV-122C-FVB3Q discreetly captures 

outstanding images in most lighting conditions. All mounting 

screws are concealed for extra security.  

Low-profile design and white case fits 

the décor of nearly any room. 

Can be mounted on ceilings or 

walls for discreet installations. 

 

 


