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SAMSUNG VIDEO SECURITY SYSTEM  I MONITORS

Model SCC-B5310  SCC-B5311 SCC-B5313 SCC-B5315

| Specifications

General Screen Size 32" 40"
Resolution (H/V) 1366 x 768
Pixel Pitch (mm) 0.511 x 0.511(HxV) 0.684 x 0.684(HxV)
Brightness(cd/m2) 600 450
Contrast Ratio 2000:1
Response Time (ms) 8 (G-to-G)
Viewing Angle (H/V) 80˚
Backlight Type 12 CCFT
Panel Lamp Life 60,000HR
Horizontal Frequency 31.5KHz to 80KHz
Vertical Frequency 56Hz to 75Hz
TV Lines 500TVL
Sound output (Total) 20W (10W+10W)
Sync Format NTSC : 3.5 / PAL : 4.43

Feature Screen Aspect Ratio 16:9 / 4:3
Unde Scan No
PIP Yes
PBP Yes
DNIe Yes
Language Kor, Jpn, Chn, Rus, Fre, Ita, Swe, Ger, Eng, Spa, Por

Signal Video Input Composite 1Ch, S-Video, VGA, DVI, RGB (Y/Pr/Pb)
Input Video Output Composite 1Ch, S-VHS, RGB (Y/Pr/Pb) / Buffer

Audio Input Stereo 1Ch (RCA)
Audio Output Stereo 1Ch (RCA) / Buffer

Input Voltage 100-240VAC, 50/60Hz
Power Consumption 160W 210W
Weight 16.1Kg 23.5Kg
Dimensions 780(W) x 530(H) x 223(D)mm 971(W) x 629.5(H) x 223(D)mm

Model SMT-3211 SMT-4011

| Dimensions (unit:mm)

SMT-3211/4011
Professional Large LCD Monitor

• Extended video wall format

• Picture in picture(PIP) and picture by picture(PBP)

• Superior image quality DNIe 

• High contrast ratio : 1000:1(32")/1200:1(40")

• Fast response time 8ms

• Support up to 1366x768 resolution

• Wide viewing angle

• Multiple video input 

| Features

SMT-3211

SMT-4011

SMT-1722/1922
17"/19" TFT-LCD Monitor

• Ultra high resolution 620 TV lines for the PAL version*

• Superior image quality DNIe

• High contrast ratio 1000:1

• Fast response time 5ms 

• Durable tempered glass screen

• Support up to 1280 x 1024 resolution

• Height adjustable and swiveling stand for desktop 

• Built-in speakers 

• Support vesa(R)-compliant mounting solution
* 600 TV Lines for the NTSC Version 

| Features

Model SCC-B5310  SCC-B5311 SCC-B5313 SCC-B5315

| Specifications

General Screen Size 17" 19"
Resolution (H/V) 1280 x 1024
Pixel Pitch (mm) 0.264 x 0.294(HxV)
Brightness(cd/m2) 300
Contrast Ratio 1000:1
Response Time (ms) 5
Viewing Angle (H/V) 80˚/80˚
Backlight Type 4 CCFT(2 Dual)
Panel Lamp Life 50,000HR
Horizontal Frequency 31.5KHz to 80KHz
Vertical Frequency 56Hz to 75Hz
TV Lines 620TVL*
Sound output (Total) 2W (1W+1W)
Sync Format NTSC : 3.5 / PAL : 4.43

Feature Screen Aspect Ratio 4:3 / 16:9
Unde Scan Yes
PIP Yes
PBP Yes
DNIe Yes
Language Eng, Fre, Ger, Spa, Ita, Rus, Swe, Por, Kor, Chn, Jpn

Signal Video Input Composite 2Ch (BNC), S-Video, VGA
Input Video Output Composite 2Ch (BNC), S-Video / Loop Through

Audio Input Stereo 2Ch (RCA)
Audio Output Stereo 2Ch (RCA) / Loop Through

Input Voltage AC100-240V, 50/60Hz
Power Consumption 42W
Weight 5.95Kg 6.85Kg
Dimensions 371(W) x 368(H) x 220(D)mm 412(W) x 398(H) x 220(D)mm

Model SMT-1722 SMT-1922

| Dimensions (unit:mm)

SMT-1722

SMT-1922

| Side Panel

SMT-1722 SMT-1922

* 600 TV Lines for the NTSC Version 

NEW NEW


