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Lenses 2.9-10mm

Power Input Voltage 12/24V

System Pal

Sync. Mode Internal

Pick up Element 1/3 Sony Super HAD CCD

Effective Pixels 752 (H) x 582 (V)

Chip Size 5.59mm (H) x 4.68mm (V)

Sync. Frequency 15625Hz/50Hz

Scanning System 2:1 Interface

Resolution 520 TVL

Minimum Illumination 0 Lux (IR On)

Auto AGC Control 38dB Variable Gain

S/N Ratio More than 50dB

White Balance Auto

Back Light Compensation Auto

Electronic Shutter 1/50-1/100,000 Second

Beam of IR:

Wavelength 850nm

Angle 25’

Distance 30M

IP Rating IP66

Video Output CVBS 1.0

Operating Temperature -10’C - 50’C

Power Consumption 10.8W/8.4W

Dimension 118mm (D) x 100mm (H)

Weight 680g

30m IR Vandal Resistant Camera

Merit LILIN UK Limited
Davy Avenue, Knowlhill, Milton Keynes, MK5 8NB

Tel: 0870 120 5550  Fax: 0870 120 5551
Email: uk@meritlilin.com

www.LILIN.co.uk

The new PIH-2156IR IR Varifocal Vandal Resistant Camera incorporates a number 
of features. The super high resolution camera is ideal for indoor and outdoor 
applications with an IP66 weatherproof rating.

With a varifocal view of 2.9-10mm and dual voltage of 12/24V, the camera provides 
unrivalled flexibility. The 30m LEDS provide 20,000 hours of IR illumination, 
ensuring that regardless of poor or inadequate lighting conditions superior images 
can be captured.

PIH-2156IR

Features

• 520 TVL Resolution

• 30m IR Range

• IR Cut Filter

• IP66 Weather proof Rated

• 1/3” Sony SuperHAD CCD

• 2.9-10mm Lens

• Dual Voltage: 12/24V
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