
Video

Image Sensor 1/3” CMOS

E� ective Pixels 1920 x 1080

Frame Rate 30fps (60HZ), 25fps (50HZ)

Max. illumination 0 lux (IR LED ON)

Resolution 1920 x 1080

Video System NTSC/PAL

Lens

Lens Varifocal lens

Focal Length 2,8 - 12mm

FOV 2,8mm/79° - 12mm/17°

Function

Video Output CVBS Video Output (BNC x 1)

Day&Night Auto (ICR), Color & B/W

IR Lights 20-30m

Backlight Compensation Yes

Gain Control Yes

White Balance AWB / manual (default)

Motion Detection Yes (max. 4 zones)

Privacy Masks Yes (max. 8 zones)

WDR Yes

OSD Menü Yes

CVBS/Video out 1 x BNC

Miscellaneous

Power Supply 12V DC

Protection Class IP66

Operating Temperature -40°C ...+50°C, 10% ... 90% Humidity

Dimensions 130x110mm

Main Features:

• Full HD Analog 1080P

• Motion Detection

• Day/Night switching

• Varifocal lens f = 2.8-12 mm

• 12V DC 

• IP66
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Full HD Analog IR Dome Camera
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Picture Article No. Model Name

42300009 LTV-BMW-JB5-E5

Accessories:


