TeleEye
DM860 | Speed Dome Camera

Powerful 352X Zoom with
Multi-functional Design to Suit ALL Needs

* 4 Privacy Zone Masking

e Maximum 352X Zoom
e Super High Resolution 520 TV Lines

° Minimum lllumination 0.06 Lux
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DM860 | Speed Dome Camera

Powerful 352X Zoom with Multi-functional Design to Suit ALL Needs

Designed for diverse surveillance needs, TeleEye DM860 Speed Dome Camera

incorporates more superb features to provide accurate response to a variety of
requests. Featuring the super high resolution in 520 TV lines, 352X zoom,

4 privacy zone masking, low light performance, pattern tour ..., TeleEye DM860

can be used for unlimited applications possibilities.

Powerful 352X Zoom
TeleEye DMB60 is equipped with a reliable built-in 22X optical zoom lens
that allows you to monitor a scene from any distance. Combined with a 16X

digital zoom, its total zoom ratio can be boosted up to 352X for enabling

powerful close-ups and capturing the subjects details.

Advanced Privacy Zone Masking
TeleEye DM860 allows up to 4 masks of arbitrary size, to mask out any
desired areas on screen. It can ensure consistent privacy no matter where

the camera is pointing or zooming.

Super High Resolution 520 TV Lines
With more than 520 TV lines in horizontal resolution, TeleEye DM860 provides
high definition and superior clarity of digital image.

Reliable and Precise Control

With its high quality and digital controlled stepping motors, TeleEye DM860
can position the camera precisely and rapidly when seeking preset positions.
It can also move at very low speed down to 0.5° /sec without causing image

vibration.

80 Presets and 4 Pattern Tours

TeleEye DM860 supports up to 80 programmable preset positions. You
can establish up to 4 pattern tours which lets you program the dome camera
to follow a continuous memorized path-panning, tilting and zooming at any
speeds you want, and stopping at selected targets along the way. Auto
Scan function is also available. The dome camera will return to home position

after the programmed idle time has passed.
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Superb Low Light Operation All Weather Functions
TeleEye DM860 is a high sensitivity dome camera, which is capable of delivering The outdoor version DM868 meets international IP66 standards for dust and

usable images in extreme low light environment of 0.06 lux. moisture resistance. It is equipped with double housing, heater and fan units

which allow it to operate under a wide range of temperatures from —30 °C to
+ 50 °C.

Full Compatibility with TeleEye Transmitters
DMB860 is fully compatible with TeleEye /il+ Video Transmitters in remote

surveillance applications via broadband Internet or phone lines. You can remotely

control the cameras to verify video for immediate action.

Typical Configurations
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Note: Images hera may differ from actual camera-generated images.






