
Digital Miniature PIRs
The digital miniature Premier compact detectors have discreet stylish looks with digital temperature compensation 
delivering excellent catch performance. With a range of 15m (12m PetWise version), sealed optics and adjustable 
mounting height, the Premier Compact detectors provide all the flexibility and reliability you would expect from a 
Texecom product.

•	 15m volumetric range 
•	 Digital signal processing 
•	 Interchangeable lens library 
•	 Built-in EOL resistors 
•	 Mounting height alignment 
•	 Digital temperature compensation 
•	 Remote LED disable 

•	 EN50131-2-2 Grade 2
 

Premier Compact XT
Digital Miniature PIR

•	 12m volumetric range 
•	 Digital signal processing 
•	 Up to 35Kgs (77lbs) pet immunity 
•	 Built-in EOL resistors 
•	 Mounting height alignment 
•	 Digital temperature compensation 
•	 Remote LED disable 
•	 EN50131-2-2 Grade 2

Premier Compact PW
Miniature Pet Immune PIR

•	 15m volumetric range 
•	 Digital quad element detection 
•	 Interchangeable lens library 
•	 Built-in EOL resistors 
•	 Mounting height alignment 
•	 Digital temperature compensation 
•	 Remote LED disable 

•	 EN50131-2-2 Grade 2

Premier Compact QD
Miniature Quad Element PIR

Premier Compact Detectors


